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PRODUCT DESCRIPTION: 

 
Hemi-hydrated calcium powder obtained by grinding 

gypsum stone (CaSO4 2H2O) with particular 

characteristics, followed by baking in methane ovens 

and homogenization at constant temperatures.   
 
USES: 

Due to its characteristics of purity and finesse it is 

primarily used in ceramic industry for the production of 

molds.   

 
PREPARATION: 

Sprinkle the gypsum slowly and evenly on the surface of 

the water. If the plaster is added too quickly, it will form 

lumps that are difficult to dissolve even with the 

subsequent mixing. Let the mixture rest for about 1-2 

minutes to make sure that all the plaster is wet evenly 

and to allow air bubbles to escape. After this time, mix 

well until reaching a smooth consistency. When mixing 

large quantity of product we recommend using 

mechanical mixers. The mixing time depends on the size 

of the flow and the size of the mixer. Make sure that the 

mixing time is never less than a minute, even for small 

amounts. 

 

 

 

 
 

 TECHNICAL CHARACTERISTICS: 

Residue at 100 µm. % < 0.1 

Wet residue at 63 µm % < 2 

Water/plaster ratio  100/150 

Fluidity (Vicat ring) mm 190 - 230 

Ending setting time min 25 - 30 

Linear expansion % 0,15 

Compressive strength N/mm2 12 

Bending resistance N/mm2 5 

Fire reaction Class A.1 
 

 
PACKAGING 

Paper bags - 25 Kg. 

In bulk - auto silos. 

Big-Bags. 

 
WARNINGS: 

Use the product at temperatures between 5°C and 35°C.  

At lower temperatures the drying process becomes too 

slow and frost can damage the product. At higher 

temperatures the too fast drying process can cause micro 

cracking. 

After using the product, the room must be accurately 

ventilated to ensure correct drying. 

 
STORAGE: 

Store the product in a dry place, far away from sources 

of humidity.  Bags must be stored without direct contact 

with the ground and they must be protected from any 

dripping water. 

 
TECHNICAL ASSISTANCE: 
 

For any further information, please contact our Technical 

Assistance Department at Gessi Roccastrada. 
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