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HYDROFLEX Stucco for joints
Desciption:                                         
The HYDROFLEX joint filler is a plasterboard putty obtained

from  a  selected  mixture  of  gypsum,  aggregates  and

chemical  additives  that  give  the  mixture  a  plastic

appearance, easy to use and with low water absorption and

excellent adhesion to the substrate.

Application sectors  :                             
The  HYDROFLEX  joint  filler  is  specifically  designed  to  be

used  in  grouting  joints  between  HYDRO  plasterboard

sheets,  for  grouting  fixing  screw  heads,  for  repairing

damaged  small  HYDRO  plaster  or  plasterboard  parts.

Thanks to its excellent adhesion to the substrate it can also

be used on particularly difficult surfaces such as slabs with

veil fibre glass surface.

Use:                                 __    __
Before  applying  the  stucco  for  joints  HYDROFLEX,  make

sure  that  the  plasterboards  are  clean.  Any  crumbling  or

dusty parts, old paint and encrustations must be removed.

Sprincle  the  stucco  HYDROFLEX  powder  into  a  clean

container  containing  clean  water  until  the  surface  layer

disappears (about 1.6 kg of product  in  1 liter  of  water).

When  prepare  the  product  for  the  first  coat,  use  more

powder. Let to rest for 3-4 minutes in order to hydrate the

powder, then mix with a trowel by hand, until obtaining a

homogeneous  paste  of  the  right  consistency.  The  grout

must  be  able  to  remain  on  the  trowel  without  slipping

away. Do not add more material once mixing has begun. To

avoid waste, it is advisable to prepare the amount of grout

needed to be consumed in about 80 minutes of work.  

Technical features:                              
Residue at 100 µm. % < 1

Water /powder ratio 100/165

Setting time (Vicat) min 90 - 120

Surface quality level Q1 – Q2

Water absorbsion % < 5

Compressive strength N/mm2 4

Flexure strength N/mm2 2

Fire reaction Class A.1

Packaging:                                          
10 Kg. Paper sacs

Warnings:                                           
The product must be used at temperatures between 5 and

35 °C. At lower temperatures, drying becomes too slow and

the  product  may  be  damaged  by  frost.  At  higher

temperatures,  too rapid  drying  can cause micro-cracking.

After  application  the  rooms  must  be  ventilated  to  allow

proper drying.

Storage:                                             
Store the product in a dry place away from moisture. The

bags must  be stored without  any direct  contact  with  the

ground and protected from possible dripping. Consume the

product within 6 months from the production date.

Technical assistance:                           
For any information, contact Gessi Roccastrada srl Technical

Service.


